NOTES:
1. WYE CONNECTIONS ARE STANDARD FOR NEW SEWER MAIN CONSTRUCTION.

2. FORCE MAINS CARRYING DOMESTIC WASTEWATER FROM SANITARY
CONVENIENCES WITHIN A SINGLE BUILDING, MAY BE CONNECTED
TO A 4" CITY GRAVITY SERVICE LINE PROVIDED THAT GRAVITY FLOW
WILL BE MAINTAINED DURING PROPOSED MAXIMUM DISCHARGE RATE
FOR THE GRINDER OR EFFLUENT PUMP(S).

3. WHERE COVER IS LESS THAN 3 FT. DUCTILE IRON MUST BE USED.
4. WHERE DUCTILE IRON IS REQUIRED RISER MAY BE CONSTRUCTED WITH PVC. |

2" MAX. UNLESS OTHERWISE INDICATED j -
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CONNECT TO EXISTING SEWER
SERVICE WITH APPROVED
COUPLING” OR INSTALL PVC PLUG
FOR FUTURE SERVICE.
WHEN REQUIRED BACKFLOW
VALVES SHALL BE INSTALLED ON
PORTION OF LATERAL TO BE
UNDISTURBED EARTH MAINTAINED BY PROPERTY OWNER.

PROVIDE STONE BEDDING UNDER
WYE (OR TAPPING SADDLE) AND

BEND PVC REQUIRES 6" BEDDING

FULL LENGTH OF SERVICE TRENCH SHALL
BE COMPACTED IN 6" LIFTS
NOTES:
1. ELDER VALVE PLUNGER ASSEMBLY SHALL
CONSIST OF 1" SCH. 40 TEE HANDLE, RISER PIPE,
AND PLUNGER. THE PLUNGER ASSEMBLY IS
SHOWN IN THE CLOSED POSITION.

2. CUT 1” RISER PIPE 5” SHORTER THAN 4” STANDARD DETAIL

CLEAN—OUT RISER.
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